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LCD Display
LCD Display

LCD400 Parenrep Y8170

Vertikales Etagen LCD Display.
Lcd position indicator for vertical mounting.

HAUPTFUNKTIONEN

« LCD Etagen-Display, verfugbar mit blauem oder schwarzem Hintergrund.
« Schnellmontage: bundig mit Schweillbolzen.

« Bildschirm: aus transparentem, stoRR- und kratzfestem Polycarbonat.

« Farben: weiRe Beleuchtung auf blauem oder schwarzem Hintergrund.
* AnschlUsse: Schraubklemmen oder Stecker.

« Stromversorgung: 12/24Vdc +/- 10%.

« Basisanzeigen: Etagen, Pfeile.

» Dreiklang Gong oder programmierbar.

« Pfeil Auf/Ab (40mm).

« Erhaltlich in serieller Version VEGA, CAN und RS485.

« Optional: Ruftastenverwaltung.

« Parallel mit entsprechendem Encoder.

MAIN FEATURES

e L.cd model: indicator lcd available in blue or black background.
« Fast Fixing: flush mounting on 1.2 and 2mm faceplates through soldered studs.
« Screen: lens polycarbonate (shock-proof and anti-crash).

» Colours: white LED on blue or black background.

« Wiring: screws or pre-wired connectors.

» Power supply: 12/24Vdc +/- 10%.

« Signals: floors, arrows.

« Integrated and programmable three-tone chime.

» Up and down arrow (40mm).

« Available in VEGA serial, CAN and RS485 version.

» Optional: floor button function.
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